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General Unit 
Applications 

Max. Dimension 

Screen 

Memory 

Battery Type 

Temperature 

Weight 

Battery Charger 

MMA/MIG/TIG (AC/DC)/SMAW/ 
FCAW/SAW 

355 x 255 x 188 mm 

5.7in Full Colour TFT 

4GB Removable Flash Drive 

Sealed Lead Acid Rechargeable 

o - 5o·c

9Kg 
(including Probes and Charger) 

External go- 240V AC 
3-4 Hour Charge Time

Printer /Rate External Dot Matrix/2 x 1-60 secs User 
Selected Print Rates 

Standard Monitored Parameters 

Average Current 15 - 1999A +/- 2% offsd +/- 1 digit 

Average Voltage o - 99.gV +/- 2% of fsd +/-1 digit

Monitored Parameters with Optional Transducers 

Average Wire Speed o -30.om/min + /- 2.5% of fsd

Average Travel Speed o - gggcm/min + /-1% of fsd

Average Gas Flow o-12olt/min +/- 5% of fsd

Temperature o -1000°c +/- 1% offsd

Are Time 0.3 - 9999 secs + /- 0.1% 

Calculated Parameters 

Are Energy 1 - ggggkJ + / - 2% of fsd 

Heat Input 1 - ggggJ/mm +/- 2% offsd 

Wire Consumed o - 9999m + /- 2.5% of fsd

Gas Consumed o - 9999Lt

User Entered Data Parameters 

Gas Flow 1 - 99.9 Lt/min 

Weld Length o - 9999mm

The Validation Centre (TVC) Limited reserves the right to alter or change product 
specification without prior notice. 


